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6156C

CAB-6156LDD Sensor Cable 
for LDD-1121 / LDD-1124 / LDD-1125

Title: Project:

Sensor Types
Schematic of CAB-6156
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Partlist

Idx DescriptionQuantity Manufacturer Manufacturer  P/N Distributor Distributor P/N me P/N

02 PLUG HOUSING 4 POL1 TE CONNECTIVITY 794617-4 FARNELL 111-1088 34120

03 CRIMP CONTACT4 TE CONNECTIVITY 1-794610-1 DIGIKEY 1-794610-1-ND 34117

CRIMPING TOOL-04 TE CONNECTIVITY 91501-1 DIGIKEY A30498-ND -

STRANDED WIRE 0.25 mm2

1 x 400 mm
   or01

DISTRELEC 514869 32109

4 x 400 mm

CABLE 2 x 2 x 0.25 mm2 CABLOSWISS LI-YY 2X2X0,25 MM²

Not assembled !
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Specification of  CAB-6156

The wires brown & white must be twisted

2

3

4 The wires green & yellow must be twisted

NTC temperatur sonsor 
of the laser diode
e.g. 10K @ 25°C
         5K @ 25°C

LPC version only:
Laser power feedback
Photo diode: 0 - 5mA

X8 (LDD-1121 / 1124 / 1125)

TE CONNECTIVITY 794617-4

X8 (LDD-1121 / 1124 / 1125)

TE CONNECTIVITY 794617-4
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